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A SHORTENED STATUTORY PERIOD FOR REPLY IS SET TO EXPIRE 3 MONTH(S) OR THIRTY (30) DAYS, 
WHICHEVER IS LONGER, FROM THE MAILING DATE OF THIS COMMUNICATION. 

- Extensions of time may be available under the provisions of 37 CFR 1 .136(a). In no event, however, may a reply be timely filed 
after SIX (6) MONTHS from the mailing date of this communication. 
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- Failure to reply within the set or extended period for reply will, by statute, cause the application to become ABANDONED (35 U.S.C. § 133). 
Any reply received by the Office later than three months after the mailing date of this communication, even if timely filed, may reduce any 
earned patent term adjustment. See 37 CFR 1.704(b). 

Status 

1 )I3 Responsive to communication(s) filed on 27 February 2006 . 
2a)D This action is FINAL. 2b)^ This action is non-final. 

3) D Since this application is in condition for allowance except for formal matters, prosecution as to the merits is 

closed in accordance with the practice under Ex parte Quay/e, 1935 CD. 1 1 , 453 O.G. 213. 

Disposition of Claims 

4) ^ Claim(s) 1-3,5-12.15.16,18,19.21 and 23-25 is/are pending in the application. 

4a) Of the above claim(s) is/are withdrawn from consideration. 

5) D Claim(s) is/are allowed. 

6) 13 Claim(s) 1-3.5-12.15.16.18.19.21 and 23-25 is/are rejected. 
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8) D Claim(s) are subject to restriction and/or election requirement. 

Application Papers 

9) D The specification is objected to by the Examiner. 

10) D The drawing(s) filed on is/are: a)D accepted or b)D objected to by the Examiner. 

Applicant may not request that any objection to the drawing(s) be held in abeyance. See 37 CFR 1 .85(a). 
Replacement drawing sheet(s) including the correction is required if the drawing(s) is objected to. See 37 CFR 1.121(d). 

1 1) D The oath or declaration is objected to by the Examiner. Note the attached Office Action or form PTO-1 52. 

Priority under 35 U.S.C. § 1 1 9 
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2.D Certified copies of the priority documents have been received in Application No. . 

3-D Copies of the certified copies of the priority documents have been received in this National Stage 
application from the International Bureau (PCT Rule 17.2(a)). 
* See the attached detailed Office action for a list of the certified copies not received. 
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DETAILED ACTION 
Response to Amendment 

1 . This action is in response to the amendment filed on 2/27/06. Claims 4, 13-14, 17, 20 
and 22 have been canceled and claims 1-3, 5-12, 15-16, 18-19, 21 and 23-25 and are pending in 
the application. 

Claim Rejections - 35 USC § 103 

2. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
having ordinary skill in the art to which said subject matter pertains. Patentability shall not be negatived by the 
manner in which the invention was made. 

3. This application currently names joint inventors. In considering patentability of the 
claims under 35 U.S.C. 103(a), the examiner presumes that the subject matter of the various 
claims was commonly owned at the time any inventions covered therein were made absent any 
evidence to the contrary. Applicant is advised of the obligation under 37 CFR 1 .56 to point out 
the inventor and invention dates of each claim that was not commonly owned at the time a later 
invention was made in order for the examiner to consider the applicability of 35 U.S.C. 103(c) 
and potential 35 U.S.C. 102(e), (f) or (g) prior art under 35 U.S.C. 103(a). 

4. Claims 1-3, 5, 7-12, 15-16 and 23-25 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Chaskar (EEEE) in view of Ziegler (IEEE). 

Regarding claims 1-3, 5, 7-12, 15-16 and 23-25, Chaskar discloses a packet data 
transmission network system comprising a sender for transmitting data packets using TCP/IP 
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connection to the receiver through a packet data connection via a network element (page 200, 
Sec 2, source "sender", destination "receiver" and intermediate node "network element" is 
interface between the wire-line and wireless, page 199, Abstract) is arranged to buffer data 
packets transmitted by the sender and detect transmission conditions comprising buffering 
conditions of data packets at network element and radio conditions and modify the window size 
accordingly (using dynamic window based flow control protocol for modifying the value of the 
advertised window based on the size of buffer and wireless channel characteristic; Page 199, Sec 
1, 2.2, 3 and Abstract); the network element is arranged to modify the window size to a lower 
value when it detects a decreasing quality of transmission conditions (Page 199, Right col., First 
and second Par); implicitly teaches that the network element is arranged to quit modifying the 
window size when it detects that the quality of transmission conditions is increasing and allow 
the receiver to set the window size normally (Page 199, Right col., First and second Par). 
However, Chaskar fails to fully disclose the receiver being arranged to acknowledge each 
received data packet by an acknowledgment message containing header data comprising a 
window size, the number of transmitted bytes for which the sender has not received an 
acknowledgment from the receiver being not allowed to exceed the window size; examine and 
modify the window size of the header data of ACK packet by network element based on buffer 
condition. In the same field of endeavor, Ziegler discloses the receiver being arranged to 
acknowledge each received data packet by an acknowledgment message containing header data 
comprising a window size, the number of transmitted bytes for which the sender has not received 
an acknowledgment from the receiver being not allowed to exceed the window size; examine and 
modify the window, size of the header data of ACK packet by network element using TCP/IP 
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based on buffer condition (Fig 1 discloses the gateway modifies the window value in the ACK 
packet based on the buffer size, Abstract; sections 1 .2 and 2.2 on page 41 1); the network element 
is arranged to modify the window size to a lower value when it detects a decreasing quality 
(longer q-length) of transmission conditions (last paragraph of sections 2.1 on page 412); 
implicitly teaches that the network element is arranged to quit modifying the window size when 
it detects that the quality of transmission conditions is increasing and allow the receiver to set the 
window size normally. 

Since, Chaskar suggests the use of a dynamic window based flow control by varying the 
window size based on radio condition and buffer size of a network element between the wireless 
and wire-line network. Therefore, it would have been obvious to one of ordinary skill in the art 
at the time of the invention was made to apply a method and apparatus for modifying the 
window size of Ack packet based buffer size of a network element as disclosed by Ziegler into 
the teaching of Chaskar because the window size of the ACK packet must take into consideration 
of congestion of the path between the end node, wherein congestion at the based station or 
wireless gateway is based on radio condition and buffer size is well known and expected in the 
art when window based flow control is implemented on the system. The motivation would have 
been to improve the throughput of the system and prevent the data loss. 
5. Claims 1-3, 5, 7-12, 15-16 and 23-25 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Chaskar (IEEE) in view of Kalampoukas (USP 6438101). 

Regarding claims 1-3, 5, 7-12, 15-16 and 23-25, Chaskar discloses a packet data 
transmission network system comprising a sender for transmitting data packets using TCP/IP 
connection to the receiver through a packet data connection via a network element (page 200, 
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Sec 2, source "sender", destination "receiver" and intermediate node "network element" is 
interface between the wire-line and wireless, page 199, Abstract) is arranged to buffer data 
packets transmitted by the sender and detect transmission conditions comprising buffering 
conditions of data packets at network element and radio conditions and modify the window size 
accordingly (using dynamic window based flow control protocol for modifying the value of the 
advertised window based on the size of buffer and wireless channel characteristic; Page 199, Sec 
1, 2.2, 3 and Abstract); the network element is arranged to modify the window size to a lower 
value when it detects a decreasing quality of transmission conditions (Page 199, Right col., First 
and second Par); implicitly teaches that the network element is arranged to quit modifying the 
window size when it detects that the quality of transmission conditions is increasing and allow 
the receiver to set the window size normally (Page 199, Right col., First and second Par). 
However, Chaskar fails to fully disclose the receiver being arranged to acknowledge each 
received data packet by an acknowledgment message containing header data comprising a 
window size, the number of transmitted bytes for which the sender has not received an 
acknowledgment from the receiver being not allowed to exceed the window size; examine and 
modify the window size of the header data of ACK packet by network element based on buffer 
condition. In the same field of endeavor, Kalampoukas discloses the receiver (Fig 6, Ref 125) 
being arranged to acknowledge each received data packet by an acknowledgment message 
containing header data comprising a window size (Fig 6, ACK 21000, Win 8000), the number of 
transmitted bytes for which the sender has not received an acknowledgment from the receiver 
being not allowed to exceed the window size; examine and modify the window size of the header 
data of ACK packet by network element using TCP/IP connection based on buffer condition (Fig 
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6, Ref 110 modifying WIN value of the ACK packet based on the congestion at router, switch or 
gateway, Col. 10, lines 24-39); the network element is arranged to modify the window size to a 
lower value when it detects a decreasing quality of transmission conditions (Col. 10, lines 24-39, 
new modified window size is based on conditions such available buffer and available bandwidth 
of the link); implicitly teaches that the network element is arranged to quit modifying the 
window size when it detects that the quality of transmission conditions is increasing and allow 
the receiver to set the window size normally (col. 6, lines 55-59). 

Since, Chaskar suggests the use of a dynamic window based flow control by varying the 
window size based on radio condition and buffer size of a network element between the wireless 
and wire-line network. Therefore, it would have been obvious to one of ordinary skill in the art 
at the time of the invention was made to apply a method and apparatus for modifying the 
window size of Ack packet based available buffer size and bandwidth of the network of a 
network element as disclosed by Kalampoukas into the teaching of Chaskar because the window 
size of the ACK packet must take into consideration of congestion of the path between the end 
node, wherein congestion at the based station or wireless gateway is based on radio condition 
and buffer size is well known and expected in the art when window based flow control is 
implemented on the system. The motivation would have been to improve the throughput of the 
system and prevent the data loss. 

6. Claims 6, 18-19 and 21 are rejected under 35 U.S.C. 103(a) as being unpatentable over 
Chaskar and Ziegler/Kalampoukas as applied to claims 1, 7 and 1 1 above, and further in view of 
Forslow CUSP 6608832). 
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Chaskar and Ziegler/Kalampoukas fail to disclose a network element is a SGSN performs 
header compression. In the same field of endeavor, Forslow discloses SGSN performing header 
compression (Col. 12, line 1 10-35). 

Since, a method for compressing a header in slow link is well known and expected in the 
art. Therefore, it would have been obvious to one of ordinary skill in the art at the time of the 
invention was made to apply a method and apparatus for compressing header as disclosed by 
Forslow into the system and method of Chaskar and Ziegler/ Kalampoukas. The motivation 
would have been to reduce the cost of the call by compressing header to increase the throughput 
of the wireless link. 

Conclusion 

7. The prior art made of record and not relied upon is considered pertinent to applicant's 
disclosure. 

Goel (IEEE) discloses a method and system for improving TCP performance over wirless 

link. 

Kalampoukas (IEEE0 discloses a method and system for improving TCP performance. 
Chan (IEEE) discloses TCP over wireless links. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Steven HD Nguyen whose telephone number is (571) 272-3159. 
The examiner can normally be reached on 8-5. 
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If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Wellington Chin can be reached on (571) 272-3134. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 



Steven HD Nguyen 
Primary Examiner 
Art Unit 2616 
May 8, 2006 



